
[H]ardBASS Loudspeaker Specification Sheet  Sunday, July 17, 2016 

hardline FT86 Series 
 

FT10 
 
Pro Audio 10” Midrange Loudspeaker 
 
Introduction: 
 
The Hardline FT8 is a Pro Audio 10" Midrange Loudspeaker featuring CCAW voice coil, 
extended frequency response and ideal Mid-bass performance. It is perfectly suited to 
car audio installations. 
 
Specifications: 
 
500W Program Power / 250W RMS Power Rating 
CCAW 2” Voice Coil  
95dB SPL Sensitivity  
50Hz to 4,000Hz usable frequency range 
8 Ω Nominal impedance  
 
Thiele/Small Parameters 
 
fs 47 Hz Sd: 356cm2 
re: 7.0Ω  
Qms: 3.1 Qes: 0.49 Qts: 0.42 
Compliance Equivalent Volume, VAS: 61.4 Ltr 
Mechanical Compliance of Suspension,Cms: 517uM/N 
Diaphragm Mass including airload, Mms: 22.3 g 
BL product: 9.65 T/M 
 
  

Mounting information: 
 
Overall Diameter: 257mm 
Mounting Holes Diameter: 6*9mm 
Mounting Holes P.C.D. 244mm 
Depth: 97mm 
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